MORNSUN"

AC/DC Converter - DC/DC Converter - Isolation Transmitter
IGBT Driver - LED Driver - EMC Auxiliary Device
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MORN

SUN"

* 1.5KVDC Isolation

A_S/B_LS-1WR2 IF_S-1W
s (€3 ﬁ
® +10% Input o 5% Input

® Unregulated * Regulated

®Dual / Single Output * S|P

 Single Output
* 3KVDC Isolation

A/B_S-2WR2
BNIIS c€

° +=10% Input

e Unregulated

*SIP

* Dual / Single Output

DC/DC Converter

MOR€E THAN RELUIABILITY

URB_MT-3WR3
*4:1 Input
* SMD

* Single Output

*1.5KVDC Isolation
© No-load Power
Consumption 0.12W,

URA/B_YMD-6WR3
A C€ CB

®4:1 Input .

eDual/ Single Output
*No-load Power
Consumption 0.12W,

E/F_S-1WR2

s C€ ‘
© =10% Input

* Unregulated

*SIP

*Dual/ Single Output
© 3KVDC Isolation

WRA/B_S-1WR2

©2:1 Input ii

*SIp

®Dual / Single Output
*1.5KVDC Isolation
* Remote On/0ff

*1.5KVDC Isolation
E/F_S-2WR2

s C€ ’
* +=10% Input

* Unregulated

*SIP

© Dual/ Single Output
© 3KVDC Isolation

WRA/B_S-3WR2

©2:1Input ﬁ

° SIP
* Dual/ Single Output
* 1.5KVDC Isolation

* Remote On/Off

URF_P-6WR3
I:NIIS C E CB

e4:1Input

* Single Outpt

*3KVDC Isolation

*No-load Power
Consumption 0.12W,

* Dual/ Single Output
L 1K'VDC Isolation

*1.5KVDC Isolation
*Remote On/Off

© Single Output

© 3KVDC Isolation

© 1K/ 3KVDC Isolation

L Remote On/Off

|
IB_LS-1W WRE/F_S-1WR2 IB/F_S-2W WRE/F_S-3WR2 URH_P-6WR3
‘ ’ @ ®4:1 Input ‘
o +5% Input ©2:1 Input ® +5% Input ©2:1Input *DIP |
* Regulated °SIP ® Regulated *SIP  Single Output
*SIP *Dual/ Single Output *SIP *Dual/ Single Output * 6K VDC Isolation

* No-load Power

Consumption 0.12@

10-15 Watts
URA/B_YMD-10WR3
ENUS CE

©4:1 Input .
©Dual /Single

* 1.5KVDC Isolation

* No-load Power S
Consumption 0.12W&82

URF_LP-10WR3
s C€E CB

© 4:1 Input

 Single Output

 No-load Power N
Consumption 0.12W&5

VRA/B_LD-15WR2

©2:1Input

*DIP

*Dual/ Single Output
©1.5KVDC Isolation
©Optional Mountings

20-50 Watts
URA/B_LD-20WR3
N CE CB
e4:11Input '\

*DIP
e Dual/ Single Output

*No-load Power
Consumption 0.12W,

URB_LD-30WR3
ENIIS CE CB

°4:1 Input ¢

*DIP

e Single Output

*No-load Power
Consumption 0.12W,

URF_LP-20WR3
DNIIS CE CB

e 4:1 Input “

 Single Output
*No-load Power N
Consumption 0.12W£87]

S

9

SMD Package
A/B_XT-1WR2
€3

* 1 Watt

® +=10% Input
* Unregulated
*Dual/Single Output
* 1.5KVDC Isolation
©-40°C-105C

Non-Isolation

K78-500R2
ce

 Single Output
©4.75~32VDC Input
©500mA Output
o Efficiency up to 96%

F_XT-1WR2
nmus ( €

* 1Watt
e =10% Input

K78-1000(L)

Single Output
©4.75~32VDC Input
©1000mA Output

e Efficiency upto 97%

K78-1500(L)

| 4

* Single Output
©4.75~18VDC Input
©1500mA Qutput

o Efficiency up to 95%

o Unregulated
o Single Output
« 3KVDC Isolation
E_XT-1WAR2
N
o 1Watt :
o =10% Input
o Unregulated
o Dual Output
3KVDC Isolation
B/F_XT-2WR2
ce
*2 Watts
©+10% Input
* Unregulated
*Dual/ Single Output
©1.5K/3KVDC Isolation
IB_XT-1WR2

IF_XT-1WR2
€3

© 1 Watt

® +5% Input

* Regulated

* Single Output
* 1.5K/3KVDC Isolation

K78-2000(L)

e Single Output
©4.75~32VDC Input
©2000mA Output

e Efficiency up to 92%

MORNSUN"

Photovoltaic Power Supply

Ultra-wide Input Voltage Range
PV40

PV05/10/15-R2
€3

© 40 Watts
© 4KVDC Isolation
©200~1200VDC Input
 Input Reverse Protection
* Fast Start-up

* 4K VAC Isolation
©100~1000VDC Input
o Fast Start-up

*High Reliability

Automotive Power Supply

Meet TS16949 Standard

* =10% Input

* Unregulated
 Single Output

° SMD

© 3.5KVDC Isolation
©-50~125C

CF_XT-1WR2

URB1D_YMD-6W
URB1D_LD-15W
ce

® 6~20 Watts
©40~160VDC
*DIP

* Single Output

* 1.5KVDC Isolation

URB1D_XD-10W
URB1D_LD-20W

- e =

Railway Power Supply

URF1D-QB-50W
URF1D-QB-100W

* 50~150 Watts
*66—~160VDC Input
* 3K VDC Isolation

URF1D-QB-75W
URF1D-HB-150W

Cm us

® +10% Input
 Unregulated

*SIP

®Dual / Single Output
* 6K VDC Isolation

High Isolation DC/DC Converter
G/H_S-1W G/H_S-2W

o +=10% Input
 Unregulated

o SIP

o Dual/ Single Output
* 6K VDC Isolation

e Reinforced Insulation

No.5, Kehui St.1, Kehui development center,
Science Ave., Guangzhou Science City,
Luogang District, Guangzhou, P.R.China

Heat Sink Mounting

Optional Mountings

DIN-Rail Mounting

Tel: +86(20)38601850
Fax: +86(20)38601272

E-mail: info@mornsun.cn

Chassis Mounting

www.mornsun-power.com




LS Series

Open Frame
LS01-SS
ce
o1 Watt |

* 3K VAC Isolation
©35.0%18.0*11.0mm
* More Cost-effective

LS03-SR2S(F)

ENUS c€
o3 Watts |
* 3KVAC Isolation

©34.0%26.0710.5mm
* More Cost-effective

LS05-SS
ENUS CE

*5 Watts

*3KVAC Isolation
©42.0*13.65*20.0mm
*More Cost-effective

MORNSUN”

LI Series

DIN-Rail

LI120
DNUS c€

© 120 Watts
* 3K VAC Isolation
* Remote On/0ff

L1240
s C€ CB g

[

© 240 Watts o
* 3K VAC Isolation

* Remote On/Off

AC/DC Converter & IGBT/LED Drivers

MORE THAN RELIABILITY

AC/DC Converter

LD Series

LD03-10B_R2

N\ CECB . s CE€ ‘

© 3 Watts
© 3K VAC Isolation
©85~264VAC/110~370VDC

LD05-23B
s CE CB

© 5 Watts
© 4K VAC Isolation
© 85~305VAC/100~430VDC

LD05-20B

s C€ ‘

© 5 Watts
© 4KVAC Isolation
© 85~264VAC/100~370VDC

Compact Size

LD10-20B

© 10 Watts

© 4K VAC Isolation
© 85~264VAC/100~370VDC

LD12-20B

s CE

o 12 Watts
© 4K VAC Isolation
e 85~264VAC/100~370VDC

Signal Transmitter

Communication Interface Module
(Builtin DC/DC Converter)

RS232/CAN
TD301/501D232H

*

RS485

TD301/501D485
TD301/501D485H

s CE CB

© 32 Nodes

 Single Output

 Rate: 0~9.6Kbps
©0~115.2Kbps Options

© Low Power Consumption

e Rate: 0~115.2Kbps
* Single Output

Isolation Amplifier

Signal Conditioning Module

T_L/T_HL

-

*SIP

e |solation:2K VAC

* Two-terminal Isolation
*HART Compatible(T_HL)

T1100L

o SIP
o Passive
o +lIn& +10ut

LH Series

LH05~25 LH40/60 LH(05-25)-13Bxx ‘
o 425 Watts Available

l:“l]s (E lels c€
© 85—264VAC/100~370VDC = * DIP ®-40~70°C ’ ‘
* Optional Mountings © 3K/ 4KVAC Isolation “é

* 3K VAC Isolation © Optional Mountings

)\
\'\
©85~305VAC/100~430VDC Input

©5~25 Watts Available © 40/60 Watts Available
* EMI Meets Class B

Electric Power Industry LN Series

Lhos-108 LN(01-03)-128B
LM30-0040512-03€
ce
® 5 ~30 Watts
©85~264VAC Input :1&)3’:@/8&8

* Perfect EMC Performance
 Withstand 2KV / 4KV Surge T

* Withstand 4KV EFT V

©165-264VAC/233~370VDC
® Service Life More Than 5 Years
* Without Electrolytic Capacitor

V.,

IGBT/LED Drivers

IGBT Driver

QC962-8A QP12W05S-37/37A

 Built in High CMRR Opto-coupler
* Two Power Supply
© Switching Frequency up to 40kHz J§

*Builtin High CMRR Opto-coupler
® Fault Output

* Switching Frequency up to 20kHz
 Built-in DC/DC Isolated Power Supply

|~

TD301/501D485H-A

© 32 Nodes ‘

* Single Output

* Rate: 0~115.2Kbps

* Automatic Switching

* Low Power Consumption

TD302/502D232H

*Rate: 0~115.2Kbps
*Dual Output

TE_N/TF_N

e DIP

* Active
© +V/lIn & +V Out (TE_N)
o +VIn& +V/ Out (TF_N)
 Two-port Isolation

* Two-port Isolation
T1100L-F
°SIP

© Two-wire il

o +1In& +10ut
 Self-powered

| DC/DC Converter for IGBT Driver

QAxx QAWO01 & QAW02 CQAwoO1

ENIIS (E CB

® +10% Input
* Regulated Output

QA01C
CNI.IS c E CB

© +=10% Input
© Dual Output

*3:1 Input
*DIP
©0.24~4.8 Watts

e2:1Input ¢
°DIP A
©0.24~4.8 Watts

Y\

TD301/501D485H-E

ENIIS CE CB
© 32 Nodes ‘
 Single Qutput

® Rate: 0~115.2Kbps
® Enhanced Version
* Low Power Consumption

TDH301/501D485H
© 32 Nodes ‘
 Dual Output

* Rate: 0~115.2Kbps
 Two-terminal isolation
* Bus protection

MORNSUN"

TD301/501DCANH3

*110 Nodes
*Rate: 0~1Mbps
*Single Output
*Enhanced Version

TE_CN/TE_AN
°DIP i
® Active

¢ +VIn& =V O0ut(TE_CN)
®=VIn& +V0Out (TE_AN)
© Two-port Isolation

TP

*DIP

 Active
© +V/IIn& +V/I Out
© Four-port Isolation

=

*SIP
 Single & Dual Output
* 3KVDC Isolation

* 3.5KVAC Isolation

© Power Supply for SiC
Driver

* Regulated Output
 Single / Dual Output
* 3KVDC Isolation

* Regulated Output
© Dual Output
* 3KVDC Isolation

TEM_CN/TEM_AN
*DIP

* Active

e =VIn/=VOut(TEM_CN)
e =VIn/+VOut(TEM_AN)
e mV-Class Signal

TRP_P

*DIP

* Active

© Thermal Resistor Signal
* Detection Type

KC24H-1000 KC24W ) KC24RT

KC24H-1200 \ “
Ce \

oDIP  Chassis Mounting *SMD

«1000mA/1200mA Output ©0~700mA Output Available ©0~700mA Output Available
*1000uF Capactitive Load ©1000pF Capactitive Load © 1000uF Capactitive Load

e Analogue & +PWM Dimming * Analogue & +PWM Dimming

* Analogue & +PWM Dimming

No.5, Kehui St.1, Kehui development center,
Science Ave., Guangzhou Science City,
Luogang District, Guangzhou, P.R.China

Tel: +86(20)38601850
Fax: +86(20)38601272

E-mail: info@mornsun.cn www.mornsun-power.com
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